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METHODS AND SYSTEMS FOR PROVIDING PERSONALIZED SERA ICES 

10 

TO USERS IN A NETWORK ENVIRONMENT 

This application claims priority of the provisional patent application entitled 
"A Distributed Intelligent Agent System", Serial Number 60/1 13,094, filed December 
1 ^ 21,1 998, which is incorporated herein by reference for all purposes. 

COPYRIGHT NOTICE: Portions of this application are subject to copyright 
protection. The copyright owner has no objection to the facsimile reproduction by 
anyone of the patent document or the patent disclosure, as it appears in the Patent and 
20 Trademark Office patent file or records, but otherwise reserves all copyright rights 
whatsoever. 

Field of the invention 
This invention relates to methods and systems for providing personalized 
25 services to users in a network environment. 

Background of the Invention 
In a network, multiple computers, including server computers ("servers") and 
client computers ("clients"), are connected to each other. Servers on a network 
30 typical ly provide services which are requested by clients. Services provided by 

servers include transferring useful information (i.e., reference material), entertainment, 
downloadable software programs, and more. In a wide area network, such as the 
Internet, users at client computers often need to spend a large amount of time 
searching for desired services. As the amount of information available on a network 
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such as the Internet continues to increase, the users 1 s burden to efficiently use the 
network also increases. Thus, it Is desirable to provide users with personalized 
services and assistance to navigate and use information in the network. 

Some existing systems on the Internet attempt to provide personalized services. 

3 For example, there are web sites on the Internet that allow a user to create a personal 
profile. In this type of systems, users are typically prompted to fill out a form. The 
form usually allows the user to specify personal information including preferences. 
Any entered information is stored either locally or remotely. Typically, each time a 
user wants to access his personal profile, he needs to log-in to the server by typing in 

^ his usemame and/or password. Once within his profile, the user could obtain 
personalized services. Examples of this type of systems include "My Yahoo" at 
5^.r.Yi).fe?«M«m, and "My Excite" at >ywjMite,co.m. 

There are many disadvantages in this type of systems. For example, user 
information is not automatically collected and there is virtually no update of die 

^ information unless the user initiates by editing his profile. Another disadvantage is 
that the user information is generally only usable at the web site where the user filled, 
out the form. In addition, a form can only contain a limited number of questions and 
space for answers; thus, some personal information is necessarily not collectible. 

Another type of existing systems provides personalized information to users 

20 

after the users answer a series of questions. Answers provided by the users are used to 
prioritize and select the presentation of available information, which are maintained in 
server databases. An example of this type of systems can be found at: 
wvv.personafogic.com . In this system, a user first initiates the process by choosing 
an interested category. Next, the user is prompted to rank the importance of various 

25 

characteristics in the interested categoiy. Typically; the user marks boxes identifying 
each characteristic as "less important," "no opinion," or "more important." Based on 
the user's inputs, this system outputs a list of items in the interested category which 
should meet the user's overall preferences. 

One problem with this system is that the user has to actively initiate and 
participate in the preference deduction process, which can be a time consuming task. 
Another problem with this system is that information entered into one web site is not 
usable at another web site. In addition, this system is static, namely, the answer to one 
question does not affect the presentation of other questions, 
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Yet another existing system attempts to personalize selections offered to a user 
by monitoring and compiling user information, such as the user's buying history or 
browsing habits. Using compiled information, this system can generate a list of 
recommended items. In some implementations, tins type of systems can also take into 
account statistics (i.e., age, gender, residence location, employment, etc.) gathered 
among different users. For example, this system may use demographic characteristics 
to deduce the type of items that would be of interest to a particular user. An example 
of this type of systems can be found at: jw\ "' • 1 «m One major drawback of 
this type of systems is that user information can only be used at the web site that 
monitors and compiles the information. In addition, although compilation of 
infonnation is continuous while the user is visiting the web site, typically, compilation 
activities cease when the user leaves the web site. 

Other existing systems attempt to provide more user-friendly services. For 
example, some proprietary software developers have included animated figures in their 
software packages to provide a more user friendly technical support environment. For 
instance, instead of using a traditional window- sly led help menu, some software 
products include an animated figure that helps users to find appropriate help texts. 
When a user needs help, the user can query the animated figure and the animated 
figure can retrieve help text that should answer the user's query. Examples of this type 
of systems are Microsoft Word's animated figures "Bob" and "the Pin," One major 
drawback of this type of systems is that services pro vided are static and do not 
improve over time. Furthermore, services provided by this type of systems are generic 
and not personalized to each user. 

Another existing system provides so-called "screenmates" that appear on a 
user's computer screen and perform a limited number of multimedia tasks (e.g., 
animation or singing a song). Example, of this type of systems can be found at: 
nn\ > ssiage mates.com and www.oska.eoni At messagemate.com, animated 
figures can be downloaded to perform animations and deliver preprogrammed 
messages from a server. The animated figures do not stay on the user's computer 
screen but disappear after they completed the animations and delivered the messages. 
At oska.com, only one animated figure is downloadable. The oska animated figure 
does stay on the user's computer screen and randomly performs preprogrammed 
animations. The screenmates at these web sites have limited capabilities and are not 



SUBSTITUTE SHEET (RULE 26) 



WO 00/38078 



PCTVUSm'30580 



linked to a server to continuously improve their services to users. Furthermore, these 
sereenmates usually have very limited or no customizable features. 

Additional prior art which provides relevant background information in the 
context of this invention can be found, for example, in Agent Sourcebook: A Complete 
Guide to Desktop, Internet, and intranet Agents, Colin Harrison and Alper Caglayan 
{199?}; and U.S. Pat. Nos. 5,740,549; 5,890,152; 5,886,698; 5,864,343; 5,774,128; 
5,724,567; and 5,263, 167, the content of which is incorporated herein by reference. 

Thus, it is desirable to provide methods, systems, and software products that 
leverage the resources of the network (including resources on server computers and 
client computers) and emphasize intuitive interface and humanized interactions with 
end users to continuously improve and adapt to end user's preferences, behavior and 
habits. 



Summajy..gt:thelnvg"tion 

^ This invention comprises methods, systems and software products for 

providing personalized services to users in a computer network environment. 
Although the word "personalized" is used herein, this invention is not limited to 
personalizing services to individuals; this invention can also provide personalized 
services to groups, families, corporations, organizations, etc. Furthermore, 

20 "personalize", "customize", and other similar words are used interchangeably herein. 
An exemplary method for providing personalized services to users in a 
computer network environment comprises the steps of collecting user information 
through at least one user interface, analyzing the collected user information, generating 
at least one rule based on the analysis, and providing at least one personalized service 

^ to the user based on the generated at least one rule. In one embodiment, the exemplary 
method also comprises the steps of sending the collected user information to a server 
for analysts, receiving a response from the server based on the server analysis, and 
processing the received response. In an exemplary embodiment, the processing step 
comprises saving the response in a local cache and implementing the response. In 

^° another embodiment, the processing step comprises ignoring at least a portion of the 
response. In an exemplary embodiment, the analyzing step comprises analyzing the 
user's pattern of behavior. In a preferred embodiment, the at least one user interface is 
controlled by a software product executing on die user's computer. 

35 
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In an exemplary embodiment, providing at least one personalized service to 
users comprises enhancing the user's connection at a web site. The enhancing step 
comprises creating a separate window when the user visits the web site, the separate 
window enabling the user to communicate with other users visiting the web site. In 

5 one embodiment, the user can communicate with other users in real time. 

In another exemplary embodiment, providing at least one personalized service 
to users comprises creating a connection between a first user and a second user. In one 
embodiment, the creating step comprises the steps of (i) using at least one icon to carry 
a message from the first user to the second user; (ii) removing the message carrying 

1 0 icon from the first user's computer screen; (iii) generating a copy of the message 

carrying icon on the second user's computer screen; (iv) delivering the message to the 
second user; and (v) establishing a connection between the first user and the second 
user. In one embodiment, the generating step in (iii) occurs substantially concurrently 
with the establishing step in (v). In an exemplary embodiment, the establishing step 

1 5 comprises connecting the first user and the second user through a server on the 

network. In another exemplars' embodiment, the establishing step comprises making a 
direct connection between the first user and the second user. 

Another exemplary method for providing personalized services to users in a 
computer network environment comprises the steps of receiving user information 

20 collected by a software product at a user computer, analyzing the collected user 

information, generating a response based on the analysis and enabling the software 
product to provide at least one personalized service to the user by sending the 
generated response to the software product. In one embodiment, the response 
comprises logic rules, instructions, and/or executable programs. 

In an exemplary embodiment, user information is distributed among different 
computers for analysis. In one embodiment, both a software product on the user's 
computer and a server communicating with the software product perform the analysis. 
Analysis performed includes analyzing the user's pattern of behavior. In one 
embodiment, within the software product, anal ysi s of user information and generation 

^ of rules based on the analysis are performed in a multi-layered manner. In another 
embodiment, the software product, executes a high-level command received from the 
server by adjusting services provided to the user based on realtime interaction with the 
user. 

35 
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Yet another exemplary method for providing personalized services to users in a 
computer network environment comprises the steps of collecting user information 
through at least one user interface, sending the collected user information to a server 
for analysis, receiving a response based on the server analysis, and processing the 

5 received response to provide at least one personalized service to the user. In one 
embodiment, the processing step comprises saving the response in a local cache and 
implementing the response. 

Another exemplary method for providing personalized services to users in a 
computer network environment comprises the steps of communicating with a user 

10 through at least one user interface and manipulating the at least one user interface. 
The manipulating step comprises: (i) automatically initiating the manipulation, (h) 
receiving, during the communication, user commands to manipulate the at least one 
user interface, and (iii) receiving directives from a server to manipulate the at least one 
user interface. In one embodiment, the manipulating step comprises enabling the at 

15 least one user interface to perform animation, enabling the at least one user interface to 
vary in size and/or enabling the at least one user interface to move from a first location 
to a second location on a display. 

An exemplary computer readable medium for providing personalized services 
to users in a computer network environment comprises logic code for collecting user 

20 information through at least one user interface, logic code for analyzing the collected 
user information, logic code for generating at least one rule based on the analysis, and 
logic code for providing at least one personalized service to the user based on the 
generated av least one rule. In one exemplary embodiment, the computer readable 
medium also comprises logic code for sending the collected user information to at 

25 least one server for analysis, logic code for receiving a response from the at least one 
server based on the server analysis, and logic code for processing the received 
response, in an exemplary embodiment, logic code for providing at least one 
personalized service comprises logic code for providing entertainment to the user and 
prompting the user to input information. In one embodiment, user interfaces comprise 

^ visual characters. 

In an exemplary embodiment, the logic code for providing at least one 
personalized service to users comprises logic code for enhancing the user's connection 
at a web site. In one embodiment, the logic code for enhancing comprises creating a 
separate window when the user visits the a web site, foe separate window enabling the 
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user to communicate with other users visiting the web site. In an exemplary 
embodiment, the user communicates with other users in real time. 

In another exemplar)' embodiment, the logic code for providing at least one 
personalized service to users comprises logic code for creating a connection between a 

5 first user and a second user. In one embodiment, the logic code for creating comprises 
(i) logic code for using at least one icon to carry a message from the first user to the 
second user; (ii) logic code for removing the message earning icon from the first 
user's computer screen; (Hi) logic code for generating a copy of the message carrying 
icon on the second user's computer screen; (iv) logic code for delivering the message 

10 to the second user; and (v) logic code for establishing a connection between the first 
user and the second user. In an exemplary embodiment, the logic code for generating 
in (iii) executes substantially concurrently with the logic code for establishing in (v). 
In one embodiment, the logic code for establishing comprises logic code for 
connecting the first user and the second user through a server on the network. In 

1 5 another embodiment, the logic code for establishing comprises logic code for making a 
direct connection between the first user and the second user. 

Another exemplary computer readable medium for providing personalized 
services to users in a computer network environment comprises logic code for 
receiving user information collected by a software product at a user computer, logic 

20 code for analyzing the collected user information, logic code for generating a response 
based on the analysis, and logic code for enabling the software product to provide at 
least one personalized service to the user by sending the generated response to the 
software product. In one embodiment, the response comprises logic rules, 
instructions, and/or executable programs. 

2 ■ Another exemplary computer readable medium for providing personalized 

services to users in a computer network environment comprises logic code for logic 
code, for collecting user information through at least one user interface, logic code for 
sending the collected user information to a server for analysis, logic code for receiving 
a response based on the server analysis, and logic code for processing the received 
response to provide at least one personalized service to the user. 

Yet another exemplary computer readable medium for providing personalized 
services to users in a computer network environment comprises at least one user 
interface and a software product including logic code for controlling the at least one 
user interface. The logic code for controlling comprises: (a) logic code for 
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automatically manipulating the at least one user interface, (b) logic code for enabling 
a user to manipulate the at least one user interface, and (c) logic code for receiving 
directives from a server for manipulating the at least one user interface. The logic 
code for controlling comprises logic code for enabling the at least one user interface to 
perform animation, logic code for enabling the at least one user interface to vary in 
size, and/or logic code for enabling the at least one user interface to move from a first 
location to a second location on a display. 

An exemplary system for providing personalized services to users in a 
computer network environment composes means for collecting user information 
through at least one user interface, means for analyzing the collected user information, 
means for generating at least one rule based on the analysis, and means for providing 
personalized services to the user based on the generated at least one rule. In another 
exemplary embodiment, the system also includes means for sending the collected user 
information to at least one server for analysis, means for receiving a response from the 
at least one sen'er based on the server analysis, and means for processing the received 
response. 



FIGURE 1 schematically illustrates an exemplary system in accordance with 
an embodiment of the present invention. 

FIGURE 2 schematically illustrates an exemplary server used in a system in 
accordance with an embodiment of the present invention. 

FIGURE 3 A. schematically illustrates an exemplary client in accordance with 
an embodiment of the present invention. 

FIGURE 3B schematically illustrates a portion of an agent program in 
accordance with an exemplary embodiment of the present invention. 

FIGURE 4 is a process flow chart in accordance with an exemplary 
embodiment of the present invention, 

FIGURE 5 is a process flow chart in accordance with another exemplary 
embodiment of present in vention. 

FIGURE 6 is a process flow chart in accordance with another exemplary 
embodiment of present invention. 

FIGURE 7 is a process flow chart in accordance with another exemplary 
embodiment of present invention. 
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Detai led Desenpt ion o f Exe mplary .Hmb oui sne; it s 
Figure 1 schematically illustrates a distributed system 100 in accordance with 
an exemplary embodiment of the present invention. The system 100 includes a 
communications network 102, a server 104, a client 106, other servers 108, other 

^ clients 1 1 0 and other networks 1 12. The client 106 includes an agent program 1 14 
which is capahle of communicating with the server 1.04 directly or through the 
network 102. In a typical network environment, more than one client, server, and 
network are connected by a common network, such as the communications network 
102. In an exemplary embodiment, the communications network 102 is the Internet. 

1 0 Users at client computers (i.e., client 106) can access servers (i.e., server 1 04) on the 
network 102. 

A person of skill in the art would appreciate that the methods, systems and 
software products of this invention can be implemented in any network environment 
and are not limited to a particular physical network architecture. For example, a client 
* computer may be connected to a server computer through an analog modem over a 

telephone line, a digital subscription line, a cable modem, a dedicated data copper wire 
connection, an optic fibre connection, a wireless connection, a satellite connection, etc. 
In one embodiment, a packet switching network implementing TCP/IP protocols is 
preferred, In an exemplary embodiment, the methods, systems and software products 

20 

of this invention can be implemented in a wireless network using wireless connection 
and wireless protocols. 

Figure 2 schematically illustrates an exemplary embodiment of the server 104. 
The server 104 includes CPUs 202, a communication interface 204 for connecting to 
the network 1 02 (Fig. 1), and memory 206. In an exemplary embodiment, the memory 
25 206 includes an operating system 208, server applications 210, communications 

applications 212, an objects database 214, an agent database 216, a user database 218, 
a user information analyzer 220, a statistics analyzer 222, a collaborative filter 224, a 
response generator 226, a logic rules database 228 an instructions database 230, a 
programs database 232, an advertisement database 234, and a recommendations 

30 

database 236. The server 104 performs server operations by using the server 
applications 210 and communicates with other systems on the network 1.02 by using 
the communication applications 212 through the communication interface 204. 

In the objects database 214, the server stores objects downloadable by clients 
through the network 102. These objects tvpically have at least one user interface with 

35 
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the users, in the agent database 216, the server stores downloadable agent programs 
that maintain any downloaded objects and provide communication with the server 104. 
In an exemplar}' embodiment, when a user downloads an object through the client 106, 
a corresponding agent program is also downloaded simultaneously. Each, object is 
maintained by an associated agent program. However, each agent program is, 
preferably, capable of mamtdtnmi' iiu )t n e " i u an agent program Is able 

to maintain all of the downloaded objects, only one copy of the agent program should 
be downloaded. In an exemplary embodiment, a downloaded agent program collects 
user information through at least one object, analyzes the collected user information, 
and implements any rules generated as a result of the analysis to provide better, more 
personalized, services to the user. In another exemplar,- embodiment, the agent 
program transfers at least a portion of the collected user information to the server 104 
to be analyzed, receives any responses from the server 1 04 based on the server's 
analysis, and processes the received responses to provide more personalized services 
to the user. 

Referring back to the server 104 in Figure 2, when the server 104 receives user 
information from an agent program, the server 104 stores the user information in the 
user database 21 8. In addition, the server 104 analyzes the received user information 
using various tools including the user information analyzer 220, the statistics analyzer 
222 and the collaborative filter 224, In an exemplary embodiment, the statistics 
analyzer 222 compares the user information to statistics gathered from other users to 
deduce personalized services which might interest the user. The collaborative filter 
224 can be used to synthesize common patterns and behaviors. In an exemplary 
embodiment, the collaborative filter may be a licensed software incorporated into the 
server 104. Based on the analysis, the server 1 04 may generate a response using the 
response generator 226, The response generator 226 may generate the response by 
accessing the logic rules database 228, the instructions database 230, the programs 
database 232, the advertisement database 234 and/or the recommendations database. 
In an exemplary embodiment, the server 104 may send a response, which includes one 
or a combination of logic rules, instructions, executable programs, advertisements, and 
recommendations. For example, a list of web sites that might interest the user 106 can 
be retrieved from the recommendations database 236 and sent to the agent 316 to be 
presented to the user at client 106, A person of skill in the art would recognize that the 
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tasks described above can be performed by one serv er computer or by multiple server 
computers. 

Figure 3A schematically illustrates an embodiment of the client 1 06 (as shown 
in Fig, 1). Client 106 includes a CPU 302, a display device 304, an input device 306, 
a communication interface 308 and memory 310, The memory 310 includes an 
operating system 312, a browser program 314 and an agent program ("agent") 316. 
The client 106 communicates with other systems on the network 102 (see Fig. 1) 
through the communication interface 308. In an exemplary embodiment, the client 
can use the browser program 314 to more efficiently navigate across the network 102. 

in various embodiments of this invention, a client may be a personal computer, 
a workstation, a multiprocessor server, an intelligent appliance, a webTV, a handheld 
computer device, a cellular phone, or others. In an exemplary embodiment, the client 
is a cellular phone with an embedded system. The cellular phone is capable of 
establishing a wireless Internet connection with a server. 

In an exemplary embodiment, the agent 3 16 is a software program downloaded 
from the server 104 through the network 102 (see Fig. I). However, the agent 316 
may also be pre-installed on a user computer. The agent 3 16 includes an objects 
database 318, communication applications 324, a personality database 326, a logic 
rules database 328, a multimedia database 330, an instructions database 332, a user 
configuration preference file 334, a user profile database 336, a data analyzer 338, a 
brain object 340, an object controller 342, and a web browser connector (WBC) object 
344. In an exemplar.' embodiment, the objects database 318 includes user interfaces 
322. In one embodiment, the user interfaces include at least one visual interface 322 A, 
at least one audio interface 322B, and at least one multimedia interlace 322C. The 
agent 316 maintains and controls any object in the objects database 318 by supplying 
each object with personality from the personality database 326, logic rules from the 
logic roles database 328, multimedia from the multimedia database 330, and 
instructions from the instructions database 332. Any user configuration preference is 
saved in the user configuration preference file 334, User information collected by the 
agent 316 is saved in a user profile database 336, in an exemplar)' embodiment, the 
agent 316 uses the data analyzer 338 to analyze any collected user information. 

In an exemplary embodiment, the user interfaces 322 as appeared on the user's 
display device 304 can be manipulated. Examples of manipulation include performing 
animation, reducing in size, increasing in size, or moving from one location to another 

11 
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location on the user's display device 304. In an exemplary embodiment, the user 
interfaces 322 can be manipulated by one or more of the following: ( 1) the agent 3 1 6 
may include internal logic code to automatically manipulate the user interfaces 322; 
(2) the agent 316 may implement user commands to manipulate the user interfaces 

5 322; and (3) the agent 316 may receive directives (e.g., instructions, logic rules, 

executable programs, etc.) from the server 104 to manipulate the user interfaces 322. 

When the client 106 maintains connection to the network 102 using the 
browser program 314, the WBC object 344 provides the communication channel 
between the agent 316 and the browser program 314 on the client computer. In an 

3 0 exemplary embodiment, the WBC object 344 is created using Microsoft's Dynamic 
Data Exchange (DDE) standard. In another embodiment, the WBC object 344 is 
created using Microsoft's Component Object Model (COM) standard. A person of 
skill in the ait would appreciate that other suitable standards may also be used to create 
the WBC object 344. When the browser program 3 14 is used, the agent 3 16 can 

1 5 communicate to the server 1 04 through the browser 3 1 4 using the WBC object 344 to 
coordinate the communication with the browser 314. In addition, the agent 316 
communicates with the server 104 through the network 102 using the communication 
applications 322. In an exemplary embodiment, the agent 316 can send any collected 
user information to the server 104 for analysis. If any user information is sent to the 

20 server 104, typically, the server 104 would send back a response which can include 
logic rules, instructions and/or programs, depending on the server's analysis of the 
riser information. When the agent 3 1 6 receives the server response, the agent 3 1 6 
processes the response by using the brain object 340. In an exemplary embodiment, 
the object controller 342 implements any brain object 340 process results, in an 

25 exemplary embodiment, the brain object 340 and object controller 342 are created 

using C++ language. These objects can also be created using other suitable computer 
languages. 

Figure 3B schematically illustrates an exemplary embodiment of the 
relationship between a portion of the agent 316 and objects 350-354 retrieved from the 
^ objects database 318 and presented to the users through the user interlaces 322. The 
agent 3 1 6 controls the objects 350, 352 and 354. The agent 3 1 6 includes 
communication applications 324, brain object 340 and object controller 342. in an 
exemplary embodiment, user interfaces 322 include visual, audio and multimedia 
interfaces. The agent 316 collects user information through the objects 350-354, In 

35 
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one embodiment, at least a portion of the collected user information is analyzed fay the 
brain object 340. In another embodiment, a portion or all of the user information is 
scut to the server 1 04 to be analyzed. If the brain object 340 analyzes at least a 
portion of the collected user information, the brain object 340 may generate or retrieve 

5 from databases a set of rules or instructions based on its analysis. In an exemplary 
embodiment, the brain object 340 implements the generated or retrieved set of rules 
and/or instructions on the objects 350-354 through the object controller 342. 

In another exemplars' embodiment, the brain object 340 may instruct the 
communication applications 324 to send the collected user information to the server 

^ 104 through the network 102 (Fig. 1). In this embodiment, the communications 
application 324 may receive responses from the server 104, which could contain 
instructions, logic rules and/or executable programs. The server response is sent to the 
brain object 340 through the object controller 342 for processing. In an exemplary' 
embodiment, the brain object 340 processes the server response to reduce it to 

1 5 executable instructions and rules. The brain object 340 sends the executable 
instructions and rales back to the object controller 342, which administers the 
implementation of the instructions and rules on the objects 350-354, In an exemplary 
embodiment, the brain object 340 stores any generated or received instructions and 
rules in appropriate databases (see Fig. 3A). An example of the source code for the 

20 

communication applications 324, the brain object 340, and the object controller 342 in 
C f -f language is included in Appendix A. 

Figure 4 is a process flow chart illustrating an exemplary process of the present 
invention. In this embodiment, a user downloads at least one object and an agent 
program through a client computer from a server. The server can be the exemplary 

25 

server 1 04 or any other servers on the network 102. Likewise, the agent program can 
be the exemplary agent 316 or other downloadable agent programs. The object(s) 
downloaded is controlled by the agent program. The agent program ("agent") 
communicates with the user through at least one user interface of the object(s) (block 
402). During communication, die agent collects user information (block 404). For 
^ example, the user may be prompted by the object's visual interface on the computer 
screen to answer a specific question. In a preferred embodiment, any input from the 
user is collected by the agent and saved in a user profile database {block 404A). In an 
exemplary embodiment, the agent analyzes the collected user information (block 406). 
Based on the analysis, the a$ent generates rules and/or instructions (block 408). The 

35 
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agent implements the generated rules and/or instructions on the objects) to provide 
the user with improved personalized services (Mock 410). For example, if during the 
analysis, the agent learns that the user is interested in going to a specific amusement 
park, the agent may instruct the object(s) (through its visual, audio or multimedia 
3 interfaces) to provide vacation packages or other information regarding that 
amusement park. 

Figure 5 is a process flow chart illustrating an exemplary process of the present 
invention. A user downloads at least one object and an agent through a client 
computer from a server. The downloaded object(s) is controlled by the downloaded 

^ agent. The agent can be the exemplary agent 31 6 or any other downloadable agents. 

The agent communicates with the user through at least one user interface (visual, audio 
or multimedia interfaces) of the object(s) (block 502). During communication, the 
agent collects user information (block 504). In an exemplary embodiment, any input 
from the user is collected by the agent and stored in a user profile database (block 

1 5 504 A), The agent then substantially concurrently analyzes the collected user 

information (block 506) and sends the collected user information to a server, such as 
the exemplary server 104, for analysis (block 5 1 0). The agent generates a set of rules 
and instructions based on its own analysis (block 508) and receives a response from 
the server based on the server's analysis (block 512). In one embodiment, the agent 

^ first implements the generated rules and/or instructions and then the server response to 
personalize services to the user. In another embodiment, the agent first implements 
the server response then the rules and instructions generated based on its own analysis. 
The implementation sequences can be programmed by the server or service provider. 
Figure 6 is a process flow chart illustrating an exemplary process of the present 

^ invention. A user downloads at least one object and an agent through a client 

computer from a server. The server can be the exemplary server 104 or any other 
servers on the network 102. Likewise, the agent program can be the exemplary agent 
316 or other downloadable agent programs. The downloaded object(s) is controlled by 
the downloaded agent. The agent communicates with the user through at least one 

J ® user interface (visual, audio or multimedia interfaces) of the object(s) (block 602). 
During communication, the agent collects user information (block 604). Input from 
the user is collected by the agent and stored in a user profile database (block 604A). 
The agent sends the collected user information to a server for analysis (block 606). 
The agent receives a response from the server based on the server's analysis of the user 
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information (block 608). The agent processes and implements the response to 
personalize services provided to the user (block 610). 

Figure 7 is a process flow chart illustrating an exemplary process in accordance 
with another embodiment of the present invention. A server receives user information 
from an agent, which was downloaded to the user's computer (block 702). The server 
analyzes the received user information {block 704). in an exemplar)' embodiment, the 
server saves the received user information in a user database (block 704A). Based on 
the analysis, the server generates a response which may include instructions, logic 
rules and/or executable programs (block 706). The server sends the generated 
response to the agent 316 to be processed and implemented by the agent to personalize 
services provided to the user (block 708). 



General Operation 

In an exemplary embodiment, an object's user interface may appear to a user as 
^ an animated figure having multimedia capabilities. From the user's point of view, the 
user is getting a desktop companion, who is capable of realtime interaction and 
becomes more "intelligent" as it learns more about the user. In an exemplary 
embodiment, the animated figure may automatically appear on the user's computer 
screen each time the user starts the computer. While the user's computer is running, 

20 

the animated figure remains on the desktop and can be commanded to sit at a comer, 
to roam around the screen, or to disappear. The animated figure is maintained and 
controlled by an agent program. In one embodiment, as the animated figure collects 
user information (i.e., by prompting the user to answer questions), the collected user 
information is processed by the agent program at the user computer. In another 
embodiment, a portion or all of the collected user information can be sent to a server to 
be analyzed. The information is used to improve personalized services to the user so 
that, in some embodiments, the animated figure appears to have gained "intelligence" 
over time. For example, from time to time, the agent may enable the animated figure 
to prompt the user with personal questions to find out more about the user's interests. 
For instance, the animated figui ma> say to the user, 'T like baseball, do you?" If the 
user answers "yes", the agent will provide more information about baseball. Likewise, 
if the user answers "no", the agent will not bring up baseball again. Thus, the 
animated figure appears to the user as having the capability of gradually improving its 
"intelligence" because of the continuous analysis of collected user information, either 

35 
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by the agent program 31 6 or by the server 104. In an exemplary embodiment, each 
animated figure has its own pre~assigned personalities and an initial repertoire of 
multimedia capabilities (e.g., sing, dance, speak, etc.). As the animated figure learns 
more about a user, the behavior of the animated figure at that user's computer can be 
personalized to that user's taste. Examples of presentations by animated figures to 
users are included in Appendix B. 

In an exemplary embodiment, the animated figure may communicate with the 
user through audio, video, animation, or other multimedia interfaces. The user can 
control the animated figure by using voice commands or from a menu selection. 

In an exemplary embodiment, when a user selects an object (e.g., an animated 
figure) to download, an agent program associated with the object is downloaded to the 
user computer. If the user already has an agent program that is capable of controlling 
the selected object, then the agent program associated with the selected object is not 
downloaded. However, a user's computer may have multiple agent programs. For 
example, if the selected object requires a different agent program to maintain it, that 
agent program should be downloaded with the selected object even if the user already 
has another agent program on his computer. 

A person skilled in the art would recognize that the visual interfaces of the 
objects are not limited to animated figures. Visual interfaces may come in a variety of 
images, such as animals, fantasy cartoon figures, or other suitable images. The images 
can also be custom created by each user. In an exemplary embodiment, depending on 
the image, a suitable pre-deiermined personality should be assigned. 

Embodiments of this invention provide a wide range of personalized services. 
Examples of the types of personalized services include: entertainment related, 
communication related, electronic commerce related, education related services, and 
others. One example of entertainment related services include periodic delivery of 
games to a user who enjoys trying new games. In another example, the objects may 
execute simple programs, such as singing a song, dancing a routine, telling a riddle or 
a story to the user. 

An example of communication related services is carrying a user's bookmark 
from one computer on the network to another computer on the network. Another 
example of communication related services is creating a separate window at a third 
party web site, which enables several users to communicate with each other real time. 
In addition, a separate window created at the third party web site may enable each user 
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visiting the web site to post comments about the web site. Thus, each user having an 
agent program will be able to see the separate window when the user visits the third 
party web site. Other communication related services include enhancing the 
connection between users on the network, such as improving speed and reliability, in 

^ addition, the connection between users on the network may allow realtime exchange of 
multimedia contents. 

Another example of communication related sen-ices is establishing a 
connection between two users. In this example, a first user sends a message to a 
second user on the network. The agent receives the message from the first user 

10 through the object(s). The agent removes a message carrying icon from the first user's 
computer screen and generates a copy of the removed icon on the second user's 
computer screen. As the icon is generated at the second user's computer screen, the 
agent delivers the message to the second user and establishes a connection between the 
first user and the second user. Thus, it may appear to the users that the connection 

1 ^ between them was achieved by the icon when in reality, the connection may be 

performed by the server. The message transferred between users can include textual, 
audio, video or other multimedia contents. 

In another communication related service, the agent can use the collected user 
information to automatically conduct an efficient search on the Internet using existing 

in 

search engines. Because the agent has collected user information, it is able to conduct 
an efficient search for the user based on those collected information. In yet another 
communication related service, the agent can create a separate window which the user 
can use as a note pad. For example, if a user is researching a certain subject matter on 
the Internet, he is likely to move from web site to web site. At each web site, the user 

^ may wish to take notes in the created separate window. The notes written by the user 
can be collected by the agent and analyzed (by the agent and/or a server) to further 
improve services provided to the user. 

An example of electronic commerce related services is providing a visual 
interface, which introduces the latest fashion to a user. Businesses in the fashion 

3 ® industry' may be interested in providing a desktop model, which maintains 

communication with the business' s server and continually changes clothing style to 
promote the business's products. In this example, the agent can continuously learn 
about the user's taste in fashion and personalize the presentation of the business's 
products. This embodiment is, of course, not limited to onlv the fashion industry. 

35 
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Other businesses can also implement this embodiment to promote and sel! their 
products. In another embodiment, the agent through a user interface, cars present 
product advertisement that might be of interest to a user and can direct the user to a 
commercial web site. 

An example of education related services is using the agent as a tutor for a 
specific subject matter. In this embodiment, the agent provides a user interface to 
assist a user's educational needs. The agent communicates with a server that 
maintains and updates educational subject matters (e.g., math problems and solutions). 
As the agent continues to learn more about the user and the subject matter in which the 
^ user needs the most assistance, the agent can provide more services in that area. In 
another example, if the agent is part of a proprietary software program, the agent can 
provide personalized interactive technical support to a user, retrieve specific 
information for the user from a server, and automatically upgrades the program for the 
user. 

1 5 In an exemplary embodiment, the methods, systems and software products of 

this invention can be created in a C++ programming environment and implemented on 
a Windows 95/9S/NT platform. Such programs can be automatically upgraded from 
time to time. The methods, systems and software products of this invention can also 
be created using other programming environments, including: C, Java, Perl, Basic 

20 

Fortran, COBOL, or other suitable computer languages. In a preferred embodiment, 
object-oriented programming languages are used. In addition, software programs in 
accordance with embodiments of this invention are stored in a computer readable 
medium, such as a computer hard-drive, a CD-ROM, a magnetic tape, a flash memory, 
or other computer readable media. 

Preferably, the agent program should operate without consuming too much 
memory and CPU time on the user's computer. Coordinating with and transferring 
some tasks to the server prevent the agent program from overwhelming the user's 
resources. In an exemplary embodiment, the server is not limited to one computer, it 
may include as many cooperating servers as needed. The servers can also be custom- 

30 

designed and controlled by proprietary service providers 1 ask division among many 
servers provides more flexible server extensibility and scalability, among other 
benefits. In an exemplary embodiment, the server can be implemented on a Unix 
plat form and may use a vari ety of tools, such as C++ and Perl languages, open-source 
Apache webserver, and relational database (e.g., free MSQL and Oracle). In addition, 
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the methods, systems and software products in accordance with the present invention 
should preferably be implemented using multi-threaded technology. Multi-threaded 
technology allows different programs to be executed independently of each other 
during a gi ven time period. 

The methods, systems and software products of this invention can he 
implemented in any network environment, and arc prefe] ib y implemented in a 
distributed network environment (e.g., the Internet). In an exemplary embodiment, the 
methods, systems and software products of this invention can be implemented in a 
wireless network environment (e.g., cellular technologies, handheld device 

10 technologies, etc.). Wireless network environment may require computer programs in 
accordance with embodiments of this invention to be written in programming 
languages suitable for wireless platforms. 

The methods, systems and software products in accordance with various 
embodiments of this inven tion provide many advantages for both users and service 

1 5 providers (servers). Users can obtain personalized services in a user friendly and 

intuitive environment. Service providers can efficiently provide personalized services 
without spending on excessive advertisement. For example, businesses may adopt the 
methods, systems and software products to more effectively sell their products. In 
addition, service-based businesses may profit from the various embodiments of this 

20 

invention. For example, customized animated figures and their associated agent 
programs can be created according to embodiments of this invention and sold to target 
organizations or web sites. Service-based businesses then can profit by maintaining 
servers which provide continuous improvements to the agent programs and animated 
figures. 

The methods, systems and software products in accordance with various 
embodiments of this invention overcome many disadvantages in existing systems. 
Various embodiments of this invention dynamically improves personalized services 
provided to users. Unlike most existing systems, the present methods, systems and 
software products, with the user's permission, collect user information in a user 

30 

friendly, intuitive, and continuously improved manner. Furthermore, in exemplary 
embodiments of this invention, users always have the option to deny information 
collection. 

The foregoing examples illustrate certain exemplary embodiments of the 
invention from which other embodiments, variations, and modifications will be 
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apparent to those skilled in the an. The invention should therefore not be limited to 
the particular embodiments discussed above, but rather is defined by the following 
claims, 
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WHAT IS CLAIMED IS: 

1 . A method for providing personalized services to users in a computer network 
environment, comprising the steps of: 

(a) collecting user information through at least one user interface; 

(b) analyzing said collected user information; 

(c) generating at least one rule based on said analysis; and 

(d) providing at least one personalized service to said user based one said 
generated at least one rule. 

2. The method of claim 1 , further comprising the steps, performed after at least 
said step (b), of: (e) sending said collected user information to a server for analysis; (f) 
receiving a response from said server based on said server analysis; and (g) processing 
said received response. 

3. The method of claim 2, wherein said step <g) comprises: (i) saving said 
response in a local cache: and (ii) implementing said response, 

4. The method of claim 2, wherein said step (g) comprises ignoring at least a 
portion of said response. 

5. The method of claim 1 , wherein at least one of said step (a) and said step (d) 
comprises providing entertainment to said user. 

6. The method of claim 1, wherein at least one of said step (a) and said step (d) 
comprises prompting said user to input information. 

7. The method of claim 1, wherein said step (c) comprises analyzing said user's 
pattern of behavior. 

8. The method of claim 1 , wherein said step (d) is performed substantially 
concurrently with said collecting in said step (a). 

9. The method of claim I , wherein said step (d) is performed subsequent to said 
collecting in said step (a). 
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10. The method of claim 1 , wherein said step (d) comprises enhancing said user's 
connection at a weh site. 

1 1 . The method of claim 1 0, wherein said enhancing comprises creating a separate 
window when said user visits said web site, said separate window enabling said user to 
communicate with other users visiting said web site. 



12. The method of claim 1 1 , wherein said user communicates with other users in 
real time. 

1 3 , The method of cl aim 1 , wherein said step (e ) comprises creating a connect! on 
between said user aid a second user. 



14. The method of claim 1 3, wherein said creating comprises: 

ft) using at least one icon to carry a message from said user to said second 
user; 

(li) removing said message carrying icon from said user's computer screen; 
(hi) generating a copy of said message carrying icon on said second user's 

computer screen; 
(tv) delivering said message to said second user; and 
(v) establishing a connection between said user and said second user; 
wherein said generating in (iii) occurs substantially concurrently with said 
establishing in (v). 

1 5. The method of claim 1 4, wherein said establ ishing in step (v) comprises 
connecting said user and said second user through a server on said network. 



16. The method of claim 14, wherein said establishing in step (v) comprises 
making a direct connection between said user and said second user. 

1 7. A method for providing personalized services to users in a computer network 
environment, comprising the steps of: 

(a) recei ving user information collected by a software product at a user 
computer; 

(b) analyzing said collected user information; 
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(c) generating a response based on said analysis; and 

(d) enabling said software product to provide at least one personalized 
service to said user by sending said generated response to said software 
product. 

The method of claim 17, wherein said response comprises logic rules. 



19. The method of claim 1 7, wherein said response comprise instructions, 
^ 20. The method of claim 17, wherein said response comprises executable 



21 . A method for providing personalized services to users in a computer network 
environment, comprising the steps of: 

' 1 (a) collecting user information through at least one user interface; 

(b) sending said collected user information to a server for analysis; 
CO receiving a response based on said server analysis; and 
(d) processing said received response to provide, at least one personalized 
service to said user. 

20 

22 . The method of claim 2 1 , wherein said step (d) comprises: (i) saving said 
response in a local cache; and (ii) implementing said response. 

23. A computer readable medium for providing personalized services to users in a 

^5 

network environment, comprising: 

(a) logic code for collecting user information through at least one user 
interface; 

(b) logic code for analyzing said collected user information; 

(c) logic code for generating at least one rule based on said analysis; and 

30 

{6) logic code for providing at least oi personalized sei ice to said us< 
based on generated at least one rule. 



24, The computer readable medium of claim 23, further comprising: (e) logic code 
for sending said collected user information to at least one server for analysis; (f) logic 
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code for recei ving a response from said at least one server based on said server 
analysis; and (g) logic code for processing said received response. 

25. The computer readable medium of claim 24, wherein said (g) comprises: (i) 
^ logic code for saving said response in a local cache; and (it) logic code for 

implementing said response 

26. The computer readable medium of claim 24, wherein said (g) comprises logic 
code for ignoring at least a portion of said response, 

10 

27. The computer readable medium of claim 23, wherein at least one of said (a) 
and said (d) comprises logic code for providing entertainment to said user. 

28 , The computer readable medium of claim 23 , wherein at least one of said (a) 
5 5 and said (d) comprises logic code for prompting said user to input information. 

29. The computer readable medium of claim 23, wherein said (b) comprises 
analyzing said user's pattern of behavior. 

?0 

30. The computer readable medium of claim 23, wherein said at least one user 
interface comprises visual characters. 

3 1 . The computer readable medium of claim 23, wherein said (d) comprises logic 
code for enhancing said user's connection at a web site. 

25 

32. The computer readable medium of claim 3 1 , wherein said logic code for 
enhancing comprises logic code for creating a separate window when said user visits 
said web site, said separate window enabling said user to communicate with other 
users visiting said web site. 

30 

33 . The computer readable medium of claim 32, wherein said user communicates 
with other users in real time. 

34. The computer readable medium of claim 23, wherein said (e) comprises logic 

35 

code for creating a connection between said user and a second user. 
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35. The computer readable medium of claim 1 3, wherein said logic code for 
creating comprises: 

(i) iogic code for using at least one icon to carry a message from said user 
to said second user: 

(ii) iogic code for removing said message carrying icon from said user's 
computer screen; 

(iii) logic code for generating a copy of said message carryi ng icon on said 
second user's computer screen; 

(sv) logic code for delivering said message to said second user; and 
(v) logic code for establishing a connection between said user and said 
second user; 

wherein said logic code for generating in (iii) executes substantially 
concurrently with said logic code for establishing in (v). 

15 36 . The computer readable medium of claim 35, wherein said logic code for 

establishing in (v) comprises logic code for connecting said user and said second user 
through a server on said network. 

37. The computer readable medium of claim 35, wherein said logic code for 

20 

establishing m (v) comprises logic code for making a direct connection between said 
user and said second user. 

38. A computer readable medium for providing personalized services to users in a 
computer network environment, comprising: 

(a) logic code for receiving user information collected by a software 
product at a user computer; 

(b) logic code for analyzing said collected user information; 

(c) logic code for generating a response based on said analysis; and 

(d) logic code for enabling said software product to provide at least one 

30 

i ice to said user by set 1 generated response to 

said software product. 

39. The computer readable medium of claim 38, wherein said response comprises 
logic rules. 

35 
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40. The computer readable medium of claim 38, wherein said response comprises 
instructions. 

41. The computer readable medium of claim 38, wherein said response comprises 
executable programs. 

42. A computer readable medium for providing personalized services to users in a 
computer network environment, comprising: 

(a) logic code for collecting user information through at least one user 
interface; 

(b) logic code for sending said collected user information to a server for 
analysis ; 

(c) logic code for receiving a response based on said server analysis; and 

(d) logic code for processing said received response to provide at least one 
personalized service to said user. 

43. The computer readable medium of claim 42, wherein said (e) comprises: (i) 
logic code for saving said response in a local cache; and (ii) logie code for 
implementing said response. 

44. A system for providing personalized services to users in a computer network 
environment, comprising: 

(a) means for collecting user information through at least one user 
interface; 

(b) means for analyzing said collected user information; 

(c) means for generating at least one rule based on said analysis; and 

(d) means for providing at least one personalized service to said user based 
on said generated at least one rule. 

45. The system of claim 44, further comprising: (e) means for sending said 
collected user information to at least one server for analysis; (f) means for receiving a 
response from said at least one server based on said server analysis; and (g) means for 
processing said received response. 
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46. A computer readable medium for providing personalized services to users in a 
computer network environment, comprising: 

at least one user interlace; and 

a software product including logic code for controlling said at least one user 
5 interface; 

said logic code for controlling comprises: 

(a) logic code for automatically manipulating said at least one user 
interface; 

(b) logic code for enabling a user to manipulate said at least one user 
^ interface; and 

(c) logic code for receiving directives from a server for manipulating said 
at least one user interface. 

47. The computer readable medium of claim 46, wherein said logic code for 
* ^ controlling comprises logic code for enabling said at least one user interface to 

perform animation. 

48 . The computer readable medium of claim 46, wherein said logic code for 
controlling comprises logic code for enabling said at least one user interface to vary in 

20 

size. 

49, The computer readable medium of claim 46, wherein said logic code for 
controlling comprises logic code for enabling said at least one user interface to move 
from a first location to a second location on a display. 

25 

50. A method for providing personalized services to users in a computer network 
environment, comprising the steps of: 

(a) communicating with a user through at least one user interface; and 

(b) manipulating said at least one user interface; 

wherein said manipulating comprises: (i) automatically initiating said 
manipulation; (ii) receiving, during said communication, user commands to 
manipulate said at least one user interface; and (ill) receiving directi ves from a server 
to manipulate said at least one user interface. 
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5 1 . The method of claim 50, wherein said manipulating in said (b) com prises 
enabling said at least one user interface to perform animation. 

52. The method of claim 50, wherein said manipulating in said (b) comprises 
enabling said at least one user interface to vary in size. 

53. The method of claim 50, wherein said manipulating in said (b) comprises 
enabling said at least one user interface to move from a first location to a second 
location on a display. 
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for(int H); i<MAX_CHARACTER. COIWT; 

iff own j ' ^ i i > ici u .". cha i 

iR guest chars hj NNUIX) delete gaesijchsrsfi]; 

iff own_char_brains[i} \*> NULL) deietc ownjAar.brainsfi]; 

s 



inlCQTCharControUer-.CreateMainWindowO 
! 

WNDCLASS wc; 
S 

wclpszOassNamc * "QTCharControiierClass"; 

wc.ipfhWndProc QTCharControlWndProe; 

wcstyle - CS...OWNDC ; CS_VRED8AW | CS_HREDRAW. 

we.hfnstarice ----- OelModuleHandfe(NTJiX); 

wcMcm " Loadicon( NULL, SDJ APPLICATION ); 

wchCuisor- LoarfCursor( NULL, JDCARROW ); 

wchbrBackground - (HBRUSHX COLOR . WiNDOWf RAMB ); 

wcfps^MenuNamti == NULL; 

wc.cbClsExira-0; 

wcxbWiwIExtra « 0, 
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RegisterClass{ &wc ); 

1 

//handle hThrcadHWND declared in CQTOaead base class, 
h"; hre.uiH W1\D « Crsi.[eWm(i<.wEMWS_EX_TOPMOST, 

"QTCharControiio-C'lass", "QT" , WS POPUP, 300,300,20.20, NULL.NULL, 
CieiModuieHat5dle(NUl.L} : mill. ); 
ShowWin<iow(hThreadHWKD,SW.HmE); 

.;PostMessage(hThre3dH\\ f ND,WM_USER ♦ CHAR_CONTROLJN1T,0,0); //lell this thread tc 
ir-itiah/e itseif. 

Set-Vimefah<s->hThre3dHWND,CQT_COMM_TIMER,t.h!s-->ci.-3ck interval Wily. 
return 1; 

////////W/'////ffi/^^ 



int CQTCharCoatrolk 

! 

switch! msg->rrtessage) \ 

case WMJJSER + CHAR_CONTROL.JNiT: 

this->!mtializc(); //we pttt tnis here instead of the constructor, because we wan t the main 
thread 10 f'mtsfe creating all the thread 

//ASAP, insiead of spending time 

initialing one particular thread while blocking 

//the synclwon nation of all the threads. 

//if we need user to login, don'rdo anything here, the Command Center will take user input, 
configure the logged its userlD & charlD, and then post a message; 

ii 

//otherwise (also for fust version), login default useriD & charlD: 
::PostMess3ge<ihts->hThreadHW ND, WM_USER + USER^COM M AND , 
USER_O»lMAND_LCX3IN,0); 
case WM TIMER: 

UJ msg->vvPsram — WMJtJSER /"TICK.*/}? 
.VPBT8in->Tkk(); 

J 

break; 



case WM USER 1 < l \ ■ 1 command* from Comma m t 
i« msg->wPararri — USER .COMM AND^LOG IN ) I 

//load char forcbarlD; load brain with charlD & userlD; 

//own ehars{01 - charServer---- UadC haracter(thts- >CurrentChar!D); 

own charsfO] = charServef->LoadChar8cteT(°jc"); 

own_char Jsrarnsp)] ~ new CQTBra«iQ; 
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'/connect bram & char, no* brain wilt drive char's behavior, 
own.char_braias[« fni e{tb < eat! crlD, own^chmfOj); 

break; 

ease WMJJSER *>■ lOGU'Vdebug test 
5 own.eharsfO]->Show<); 

own charsfO^Pia^'-beJlo"); 

default: 

relent 0; 

J 

return I; 

10 I 

/.■■V/ called after the ;Yra message this object receives, sent from CfemeMainWindo«<). 

int CQTCharControiier : initializeC) 

{ 

15 /'Create CommandController, ask for logte if so configured; try not to block here, 

//create Character Server, 

charServer = new C<?TCharServeT{this->anini«ionSutjDjrj; 

//create Resource Server object, start its thread; 
20 return 1; 

! 
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'■■ Coostructt otvDt-stryc.tion 

wmmwuHinHininiinuniniiiuwiuiuiUiiniiitfii 

5 

CQTComm-CQTCommO 

{ 

hQTChmContTollcrH WND-MJLL; 

scrver_re^on?e„buHchaj-*) maf iocClNCOM!KG_BUF_SlZE* t); 
servers-new MounteinSefver(' , cvejisst".SO,DEFAL'I.T__SERV0l); 
clock )ateTval~CQT_C()MM 'flMER DEFAULT; 
10 irt_buOe™ew CQTCommBuffert}; 

omJ>uifer=new CQTConimBuflerO; 



hQTCharCoiifroHerHWND « NULL: 



CQTCorom: :~CQTCommO 

f 

fiee(this->sener_responsMiuf); 
iff injjuffer) delete in .buffer; 
iff outjsuffer) delete ouf ^buffer; 



int 

CQTComm::Proces5Messsge(MSO*msg) 

{ 

int {ncomingBufferlndex^-j; 
int OutgoingBuiYetIt»cx--l ; 



case WM TIMER: /tent from the elocfe 

IncomingBijfferfndex^RepoTtToSsn'arQ; /.'this line wti! ft!l an incoming buffer; 
HanditServcCommaiid(tncomingBufTerindex): /.'this line wsll process and have it freed 
return 1; 



.'/the Brain may ask comm w send data up- 
cast- (VVM_USER * COMM„SEND„0ATA,TO_SERVERV 
OutgotogBuitcrlt de\ COWOR1 t - wParan); 

latmungBuffertadcx^n^^ :i-e will 

Fit m it 1 of t id ft! it 

OUt w bufler CleanBu fJcnfJutgoirjgB cr >■> ctea tguin buff uw 

HanclleScrverCommand(lncom»ngBulTcrIraJc)i.>; •'• / tht$ line wi! process ami have 



but • ■ . ! 



n 1: 
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■V this method is invoked m base class CQIThrea&cStartThreac, the thread mil enter message loop right 

/.' after this function call. 

mt CQTComm: ;Cf eateMainWi ndow( j 

WNDCLASS we; 

wcipszCiassName « "QTCommCSass*; 
wc.ipfnWndProe « QTCommWmJProc; 
we.style « CS_OWNDC j CS_WEDRAW j CSHREDftAW; 
wchlnstanct- = GevModak-Handlct'NULL); 
1 0 we.hlcon « LoadIcon( NULL, iDi. APPLICATION >:. 

wc hCursor - LoadCursorf NULL, IDC ARROW }; 
wchbrBackground ■ (HBRUSHX COLOR WINDOWFRAML ); 
wc.lpszMenuName « NULL; 
wc.cbCisExtta - 0; 
wc.cbWndExtra- 0; 

1 5 RegtsterClass{ &wc ); 

} 

//handle hThreadHWND declared in CQTTnreaii base class. 
KThreadHWND - CreateWindowBxfWS. EX. TOPMOST. 

"QTComrnCkss", "JC", WS POPUP, 300300,20,20, NULL,NULL, 
GctModulcHimdfc(NULL>, NULL ); 
ShowWindow(hThreadHWND,SW_HIDE); 

//to_do: add error checking here - if failed to create window, we'll repon to server. 

//CQTComm thread needs to have a clock w periodically 
/communicate with JJ Mountain Servcts. 
SetTtmer(tms->hThrcadH*^^^ 
return 1 ; 



20 



25 



LRESULT WINAP! QTCommWnriPract. HWND bWntf, UfNT msg, WPARAM wParasn, LP ARAM IPaiBnt ) 

t 

switch( msg ) { 
30 case WM_.DBSTROY; 

PostQuitMessaget 0 ); 
break, 
default: 

rewmt DetV i d msg, wParsm, iParam i); 

> 
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j 11 f CQTComm: . R epon ToServ erf ) 

ittf bitf tndex^oit; bitfier-X5etFreeBaffei(); 

5 charbufII24J; 

ipnn t ( t bu f; ' 'ivm\c%i& (V i end « %; " , " i c " /' c c ' 1 ) . 

out b«ffer->Appcn<iToBu< r(t f id« buf,sirkn(buf)): 
return !his->SendDataToServer(buf index); 

} 

10 " 

im CQTComni ; .SendDau\roSef\er(:fii out buiies index, mt server index? 

{ 

wirestdSM; 

.'/find on) which server So send to: 

NiountamSsrvcr* n»erv««th!i.->GetServerfserver..mdcJO; 

15 if( imserver) { 

M«sap.eBot(NULL "exception COMMON Pel Can't find server. Please email 
bug<^iimounrain.cam*,"COMM",M8„OK ); 
return J; 
} 

CSrringstrSenerN;n!>e->nsci-vcr->CetName(); 
20 INTERNETPORT nPon-mscrver-X3etPort(}; 



//connect to server: 

ClriternetSession sessiortf'mysession " ); 
CHttpComwsctiosi* pScrver«* NULL, 
OittpFiie* pPile = NULL; 
25 psuur session. Get! ttpCon (strS< rNamc, BPort); 

//Send to server: 
char buff! 24]; 

LPCrSTR ss»out_butTer->GeiBatTerAddress(out_buffer. index); 

// char* s; 
30 spri(rtfi;buf,'fdci5w/.tc.asp?%s'',ss); 

ss~buf; 



r ! , > - i 1 qi <f > I i Headers 

try{ 

pfik - pSen'er->QpenR^ 
ss.NULLJ ,NULL.NuLL,iNTERNETJTLA.C_RELOAD); 
pF(!e->SendRequestf); 
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catch Exce 

Mcs^^oxO«nX»"occ«pti«»".''COMM" , < MB^OK }; 
delete pFfe 
delete pSewer; 
session.CiosetX 

1 > U f I I I 



out off ,t' r - j i if lit. 



DWORD dwRet; 

pFi!e-?»Q«cryInfoStatusCode(<3wR«>: 



tnt totai_rcad~0; 

nicntsc!{seivcr.response„baf,0^048n 
if (dwRet — HTTP STA TUS OK) ! 
UtNT nReaci - pF(le->Read(this->servci_icsf>onse..huf, 2048); 
rver respor I ! j ij ' 

toiat_read=nRe3£f; 

ielsej 

delete pFife; 
delete pServer; 
sesskm.CioseO; 

return -h //bad connection'* disrupted stream? whatever. 



//is there more to read? 

int c«itcntjcngth»128; //t©j*»: decode server j«H*»sc..buf to find content length. 



itX i js total_read content Jength){ //OK, no more contents to resd. 
int inbufferjtKiex=in baffer->GctF re«Buffer0; 

in. fottfler-^AppendToBuffeKinbuffer^mdex, this->s«ver .response, buf, totaljread); 
//error checking? 
res»tt~f nbuf fer Judex ; 
}else t)?tota!_read < content Jength && amteaijcngtb < 2048){ 

'/'error: failed to read everything - ctrtt this actually happen'? 



result- -I; 
J else {//well, seems we needa larger buffer: 

lntmou' crjndex a Jenglh) 

in_bufteT--»A.ppenoloHu . tr, • mde> this erver t<.spor c buf total read) 
tnt fiRead-pFile-.>Readt"this->serw:r .. response .buf, 1 023): //read file... 
toiat read^nRsod; 
while (aRead > 0) 

m buffer-* Append T > > f \ r p n<,t 1 u 

nRead); 

nReai^pFiIe->Read(this->seTver_resp<!ns£J..b«fJ 023); //read file. 
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total read nReaei 



if) lotaljread < content .length)! "error, interrupted' 1 
in„buffer.>ClB8nBufferi;inbufferJndex): 



result HnbuffefjTtcIex: 



delete pFik-, 
delete pServer; 
sessioti.CioseO; 



/////fcy/s/y^^ 

>as CQTC«mm::HatKik - 
{ 

tf(m .buffer->OutOiBound{))ttet>m.tti8BuffeTbdex)) return 0; 
LPCTSTR buf^in ^ btiffer->OetB«frerAddfBs^lncorrt)ngBuffer3ncSe>L); 

it(l IS !strcmp(buf,"COMMCOMMAND"})f 



CString msg; 

chat string bufpO); 

sprintfl^tnng_buf, "buffer %d"> taconwngBufferindex); 
ntsg=strtng_byf; 

Messa8eBox(NULL,"t«ccived command .* * m^."COMM",MB„OK }; 
in_buffer->CiaanBaffer(Incoii i , Bi Serirsdex); 



•else* 



WPARAM vvP i ir a rn--MAKE\Vl'ARAM(OJrtcon»ngBu«et Index); 
in this->hQTCharCtmtroHerHWND !~ NULL) \ 

::PostMessage(this->hQTCharContTOlkrHWND, 
WM_USER+WM.. SERVER. COMMAND, wParamX'}; 

//the receu ing 1 - 1 ^ 11 1 tl > - »nsi m)k> o< fr« i >; T the income buffer 
}dsei /.'sleep for 1 second, try 3gain; 

Sfeep(iOOO); 

ifi:tbSs->hQTCha(Corttto1ic;H\VND) 

::Post\kssage{this->hQTCharCotitroileTHWND, 
WM JBER^WM SERVER J'OMMAND, wParam,0); 
else? 

//if that still fails, report te> the server, or ignore. 
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5 



iiitCQTConw H e iss CQTThrcact"; 



{0 iflf thi^hThreadt £WND ) 

Ki!iTiiTien'tbis->hThrcadHWNO,CQ7_COMM_'nMER), 

return 1; 
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Partial S i :e Cork- for Brain Object 341 

// QTBrain.h: interface for the CQTBrain class. 

mmwumnm 

5 #if-kiefinad(A-FX;_Q ! FBR.ATN_H_.832n ! S5_94?-e_-l-II»:964tJ»10SA«E5870 m IKCLUDED„l 
^define AFX QTBRAIN H S3213 i 85 941C 1 1D2 964! 00105A985S70 INCLUDED^ 

SifJVfSCVER> H)00 
• pragro once 

#cndif//_MSC w VER > 1000 

10 include "QTHosfSystem.h" 

^include "QTScripiEngine.h"// Added by QassV'ievv 
#irtcl wie " QT BwmCommo n.h" 
#tnclude "QTBramfmagt-M »p t 
#ti)ciucl« " QTCoinmafld . h" 
^include "Q'STicGame.h" 

15 ciass CQTOiaracter; 

class CQTCharControiier, 
class CQTDispiay; 
ciass CQTOispiayConirolter; 
ciass CQTCoirarl«mdMess<mger; 
ciass CQTCronmandChat; 
class CQTComrrrafidEmail; 

20 

class CQTKnockoutScorebo&rd; 



ciass CQTBrain ; pubiie CQTThread 

{ 

25 public; 

intHSeivfii! iN nt 

I H i Com < i ' i 

int HUserShowG - greeting name); 

int HUserP!ayGaroe(CStr;ng game natneV. 
30 i n t HU5erSefldEmail(); 

int HUs«OpenEmaifWindow{ }; 

int CatehMeG&Tie0; 

int Act3onl»it{j; 

int CheckldleActivityO; 

int UserDraggedO; 

int i ( ! 1 ir * 1 * int peiType); 
35 j n t UsctTryMaltjinstanccO; 

int AddSho-Ki.it u;; addQrRanove); 
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CStrmg dataDir; 

tr.t SaveResou i - ! PCTSTR reType); 

int CheekCarriedDataO; 

int PlayMiBi(LPCTSTR fileName); 



Hi!!! ; ' /:;!!!■! 
/////'/USER INPUT APi: 
in! UwrRightCiickedO; 
int UscrLe*ffioublcCticked{); 
uit UserRiai:tBu(torMo%x-(}. 



//interns] Behavior Functions: 

int Tick(MSG* msg), •-she clock ticks, brain needs to figore out what to do and do it; 

//This Junction blocks. -- it doesn't mum until it doss whatever it is 

id to do. 

// Brain uses a state machine So manage what to do next; 



15 wttPauseO; /''pause execution of scoptfcnjtmc 

tm Resume;'); 

void Alfowlmcmipt(bool choice}* ^choice) this->al!owIntemtpt™i; else this-^ollovvintemtpHh} 



int StartDefa«lt8rowserWith(H% , M)bWnd ( L PCTSTR JpURL); 



20 

//internal State Functions: 

void SetStatefDWORD state) {braiaState - brainState j state; } 
void ResetStatefDWORD state) {braraState i: brainState & -state;) 
bool isStmef DWORD state.) {return ((brainState & state} ** state);} 



//INTERNAL FUNCTIONS: 
25 int CreateMainWimtowO; 

int intti33ize(CQTCharacter* pOiar, CQTChatController* pCon); //executed on califflg thread; 
/•local 

intThrcadCkaitUpO; 
mt Proees$Mcssage(MS<S* msg); 
int ProcessComtdMSG* msg); 
int ProcessChat(MSG* msg); 

30 

trtl Pr«cessGame(MSG* msg) htroki becbalktmrnj a h ariou? level 

int ProcessMessenger(MSG* msg): / 'should be able to pteview. should have a library of animations. 



//'CONSTRUCT DESTRUCT: 

CQTBrainQ; 

virtual ~CQTBrain{.>; 
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//jinks to other objects. 
CQTCharControSier* pCharControlier; 
CQTDispte>Contt»Ikf*pOTOispia>C£«Jtro(lcr; 

COTCbaracter* pChanictC: ;, 
CQ'J 1 JostS vstei .•»- -,y aem.wtb; 

//int userCD; 
//LPSTR uscrName, 



| q //internal data; 

int clock jntervaf; 
DWORD bramSiate-, 



timej. laslIjserAeuon'f ime; //used to determine what to dc after certain idle time 

//for comic pet 

15 

//server command handling: 

int serverCommand; //invocation method of server script 

CSiring serverScript; //script text, loadedfrom server 



//imagemap handling: 
20 booi ImageMapButterFuUO; 

int lmageMapBv!fterSet(CStriftg objecfName, CString framcNaroe); 

CString miageMapEventObjectName; //these are the imagemap buffet; 
CString imageMapEventFramcName; 



25 CQTBraintmagcMsp* plmagoMap; //this is the imagemap object: 

CString ijnageMapMame, //to speed up things, wc may prefer to first toad the script into 

//into current exec space, start executing, and put the 

corresponding imagcMap name into 

//iraageMapName. and send self 

{Brain) a message to toad the map while executing the script. 

30 



//current script engine execution space: 
CQTSeript En g tntt* pOw re a l E xscSpace; 

int. pau«jpC; //when we pause execution of script, we store the ProgramPahtter here, 
tnt atiowlnterrupt; //if this is set to i , interrupt of script execution is allowed f when doing 
jmagemappmg) 

//queued script engine space: 
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//'global scnpt-engine-variable list: 

L ! | >r, ij ct list 
intpctType; //options: comic, game, messenger (customwet, a s nger hunt), iiving 

(eatfsteep/grow) 



CQTTicGsmc* pGamcObjcct; 
CQTKnodcoiitSeoreboara* pKnockoatScoreboart!: 

// Messenger Pet Interface: 

CQTCotrarati * ^ngerWmdow; 
CQTCorisnaficiChat* pChatWrodow; 
CQ1I>>nmati(!Ema)l*pe(-nailVfind<)w; 



1; 

#«odif// !dcSaed(AFX_QTBSAIN_H_852J3JS5_941C_! }O2_9«4l_00l95A9E5870_mCtUDBDJ 



30 
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